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PRODUCTS

CLASS 9091 32 - MISCELLANEOUS - Surge Suppressors - Components

Component Surge Protective Devices, non-current carrying type, SPD Type 2 for use in Photovoltaic Systems
applications only.

Refer to Descriptive report for Rating details.

SPD Assembly Models 952 510, 952 515, 952 511, 952 516, 952 550, 952 555, 952 513, 952 518, 952 551, 952
556, 952 512 and 952 517

SPD Plug-in Modules, 952 051, 952 053, 952 054 and 952 055

Notes:

1.  The above models are certified only for use as components of other Certified assemblies where the suitability
of the combination is determined by CSA International at the end use equipment.

2.  The above  Electrical Rating specified for the modules described below is only applicable when these SPD
Modules are connected in series with other SPD modules as described below. The SPD Modules on  their own
or with different series SPD Modules require additional evaluation.

       -  For model 952 051 is only applicable when this Module is connected in series with SPD modules 952 015
          or 952 041;
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       -  For model 952 053 is only applicable when this Module is connected in series with SPD modules 952 010
          or 952 043;

       -  For model 952 054 is only applicable when this Module is connected in series with SPD modules 952 016
          or 952 044;

       -  For model 952 055 is only applicable when this Module is connected in series with SPD modules 952 011
          or 952 045;

3. The SPD module 952 051 is a plug-in module for use with models 952 510, 952 515 only; Module 952 053 is
a plug-in module for use with models 952 511, 952 516, 952 550 and 952 555 only; Module 952 054  is a plug-
in module for use with models 952 512 and 952 517 only; Module 952 055 is a plug-in module for use with
models 952 513, 952 518,  952 551 and 952 556 only.

APPLICABLE REQUIREMENTS

CSA Std C22.2 No.  8-M1986    -        Electromagnetic Interference (EMI Filters)

(as a guide)

Electrical Notice 516                  -        Surge/Transient Voltage Suppressors


