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Issued to:  DEHN + SOEHNE GMBH + CO KG 

HANS-DEHN-STR 1 

92318 NEUMARKT GERMANY 
   

This is to certify that 

representative samples of 

 SURGE-PROTECTIVE DEVICES 

See Addendum Page for Models 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 1449, Surge Protective Devices 

CSA C22.2 No. 269.1-14, Surge Protective Devices – Type 

1-Permanently connected 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
Series: “DEHNguard SU” 
Application: Permanently Connected Open-Type 1 SPD 
Cat. Nos. 908 followed by 070, 074, 076, 090, 094 or 096. 
 
Series: “DEHNguard MU” 
Application: Permanently Connected Open-Type 1 SPD  
Cat. Nos. 908 followed by 190, 192, 195, 197, 203, 204, 208, 209, 214, 219, 300, 301, 305, 306, 314, 
319, 340, 341, 342, 343, 344, 345, 346, 347, 348, 349, 350, 351, 355 or 356.   


